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How Do I Restore The Water Repellency Of My Sunbrella® Top? 
Use 303 High Tech Fabric Guard (the only product recommended by Glen Raven Mills Inc.). Before treatments make sure you thoroughly wash the canvas. 
Instructions
303 Fabric Guard is best applied in two light applications instead of one heavy dose. Choose a warm day (50 to 105 degrees F) and spray in a well ventilated area. Avoid heat, sparks, smoking or open flame during application (303 Fabric Guard is flammable until dry). Also avoid contact with skin and eyes (protective clothing is recommended).

Before application, test the colorfastness of the material or carpet by spraying in an inconspicuous area and wiping the area while wet to see if the color transfers. Spray evenly holding the nozzle tip 8 to 12 inches from the material. Only mist the exposed side of your material. Allow the solvent to evaporate between applications. On fabrics the final application should dry and cure for 8 to 12 hours. When used on carpeting, a 12 to 24 hour drying period is best.

Try to not get over spray on wood finishes, vinyl, plastics and metals. Any over spray should be wiped up immediately with a dry absorbent cloth.
See Product label for complete instructions.
303 Fabric Guard provides:  
Excellent water and oil repellency and superior stain resistance and soil release characteristics. It also controls fading and resists mildew formation. It does not alter the color, feel, or breathability of fabrics like Sunbrella. It is environmentally safe with no ozone depleting solvents and it is non-toxic and odorless when dry.

